
Funzionalità OPC Tunnel per il supporto sicuro della comunicazione OPC Classic

 	▪ Comunicazione OPC Classic inter-rete senza DCOM

 	▪ Comunicazione sicura con requisiti di configurazione minimi

 	▪ Miglioramento della comunicazione quando la connessione viene interrotta
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Nessuna necessità per configurazione DCOM 
 	▪ Comunicazione industriale semplice evitando  
DCOM e le sue complesse impostazioni di sicurezza  
sul lato del server OPC e del client OPC 

 	▪ Configurazione con risparmio di tempo della comunicazione 
OPC Classic attraverso le reti 

Conformità alle politiche di sicurezza informatica 	
e di rete 	

 	▪ Comunicazione sicura attraverso i firewall 
 	▪ Requisiti minimi di configurazione  
dei PC utilizzati nella rete

 	▪ Conformità con le politiche di sicurezza aziendale per i 
firewall

Buffering dei dati al rilevamento di una connessione 
interrotta
 	▪ Protezione contro la perdita di dati grazie al  
buffering locale dei dati in caso di interruzione della 
connessione al client OPC 

 	▪ Monitoraggio secondo per secondo della comunicazione 
OPC Classic 

 	▪ Ristabilimento automatico della connessione OPC e 
trasmissione dei dati OPC bufferizzati localmente

 	▪ Miglioramento del comportamento della comunicazione 
OPC
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dataFEED OPC Tunnel
Specifiche tecniche
Caratteristiche della suite OPC 
dataFEED supportate

OPC Tunnel, Filter, Optimizer, Concentrator, Bridge

Specifiche OPC supportate OPC Classic Data Access V1.0a, V2.05, V3.0, OPC Alarms & Events V1.10, Optional: OPC Unified Architecture V1.04 
Tipi di dati OPC supportati VARIANT Data Types I1, UI1, I2, UI2, I4, UI4, R4, DATE, BSTR, BOOL and arrays (VT_Array) of these data types
Ruoli OPC OPC Client (on OPC Server side), OPC Server (on OPC Client side)
Modalità operativa Application (OutProc Server), Windows Service
Logging, Diagnostica Detailed system logging, recording of connection information, OPC calls and notifications, OPC data, OPC UA Tunnel und 

OPC Tunnel telegrams, database access, …
Strumenti di test gratuito OPC Classic Demo Server, OPC Classic Demo Client, OPC UA .NET Demo Server, dataFEED OPC UA Client
Sistemi operativi supportati Windows 7, Windows 8, Windows 8.1, Windows Embedded 8.1 Industry, Windows 10, Windows 10 IoT Enterprise, 

Windows 11, Windows 11 IoT, Windows Server 2008 R2, Windows Server 2012 R2, Windows Server 2016, Windows 
Server 2019, Windows Server 2022

Licenze Runtime license per computer
Versione Demo Full dataFEED OPC Suite Extended functionality, time limited to 72 hours

Codici articolo
LRL-DY-134001 dataFEED OPC Tunnel licence for dataFEED OPC Suite, Version 5.x or previous versions, for access from any number of 

OPC Tunnel Clients and to 1 OPC Tunnel Server, includes dataFEED OPC Organizer Classic functionality

LRL-DY-134401 dataFEED OPC Server Extension license 50 for dataFEED OPC Suite, Version V5.x or previous versions,  
for simultaneous access to a total of up to 50 OPC UA Servers, OPC Servers and dataFEED OPC Tunnel Servers

LRL-DY-134601 dataFEED OPC Server Extension license 100 for dataFEED OPC Suite, Version V4.01 and higher, increases the number of 
simultaneous accesses to OPC UA Server, OPC Server and dataFEED Tunnel Server from 50 to 100,  
requires dataFEED OPC Server Extension License 50

HUA-DD-130001 USB Hardware Key for dataFEED OPC Suite, Version V4.01 and subsequent, replacing standard Software Key

Prodotti e servizi aggiuntivi
LRL-DY-135001 dataFEED OPC Suite Extended licence
LRL-DY-134201 dataFEED OPC Organizer UA licence
LRL-DY-132101 dataFEED OPC Server Siemens licence
LRL-DY-132301 dataFEED OPC Server Rockwell licence
LRL-DY-132401 dataFEED OPC Server Modbus licence
LRL-DY-132601 dataFEED OPC Server Mitsubishi licence
LRL-DY-132901 dataFEED OPC Server B&R licence
LRL-DY-134301 dataFEED OPC Data Handler licence
TSA-DY-140001 Training “Industrial Communication for Industrie 4.0“

Kit di fornitura
Software dataFEED OPC Suite, dowload via Softing website
Chiave di licenza By e-mail or on USB dongle
Documentazione Manuale in PDF, online help in English and German


