
Sempre il protocollo PROFIBUS adatto

 	▪ Funzionalità	PROFIBUS	Master	and	Slave	

 	▪ Supporto	dei	protocolli	PROFIBUS	DP,	PROFIBUS	
FMS	and	PROFIBUS	FDL

 	▪ Interfaccia	universale	per	l‘integrazione	in	PC	
industriali	e	embedde

Rapida Integrazione
 	▪ Accesso	diretto	a	tutti	i	protocolli	tramite	
PROFIBUS	API

 	▪ Programmi	esemplificativi	inclusi	commenti	

 	▪ Integrazione	in	vari	strumenti	per	plant	asset	
management	

Ampia scelta di drivers
 	▪ Utilizzo	in	sistemi	operativi	Windows	e	Linux
 	▪ Applicazioni	PROFIBUS	CommDTM	per	FDT	incluso	nel	
kit	di	fornitura

Ideale per ambienti estremi
 	▪ Resitente	alle	vibrazioni	grazie	alla	robusta	tecnologia	
19“	
 	▪ Card	assicurata	contro	disconnessioni	accidentali	dalle	
viti	sulla	piastra	frontale

Scheda	di	interfaccia	CompactPCI	da	utilizzare	come	master	o	slave

  ▪ Scheda d‘interfaccia a canale singolo in formato CompactPCI per l‘integrazione di PC 
da 19“ in architetture PROFIBUS come controllori di macchine, applicazioni di controllo di 
supervisione e applicazioni di sicurezza. 
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Specifiche tecniche
Protocolli	PROFIBUS	 DP-V0	Master

DP-V1	Master:	acyclic	C2	services

DP-V2	Master1

FMS

FDL

DP-V0	Slave

Connessione	Fieldbus	 9-Pin	D-Sub	female	on	ribbon	cable,	EIA-485,	galvanically	isolated

Transfer	Rates 9,6;	19,2;	45,45;	93,75;	187,5;	500;	1.500;	3.000;	6.000;	12.000	Kbit/s

PC	Interface CompactPCI,	128	KB	Shared	RAM

Operating	Temperature 0	°C	...	+70	°C

Storage	Temperature -20	°C	...	+70	°C

Relative	Humidity <	90	%,	non-condensing

Dimensioni 160	mm	x	100	mm

Alimentazione

Supply	Voltage 5	VDC	/	3,3	VDC	(±5	%)

Current	Consumption Typically	500	mA	/	200	mA

Drivers	disponibili	per Windows	XP,	Windows	7,	Windows	8,	Windows	10,	Linux

Conformità

1	 DP-V2	available	for	custom	integration.	
Please	contact	Softing	to	discuss	your	specific	requirements.

Codici articolo
PB-PRO1-CPCI PBpro	PROFIBUS	CompactPCI	Interface	Card

kit di fornitura
Hardware				 PC	interface	board

Software Download	from	the	Softing	website:	Drivers,	sample	programs

Documentation Download	from	the	Softing	website:	Manual


