
INDUCTION MOTOR

150W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

B-38

Model
Voltage

(V)
Frequency

(Hz)
Current

(A)
Start T.

(N·m/kgf cm)·
Rated T.

(N·m/kgf·cm)
Speed
(rpm)

Condenser
(㎌)

0.57

0.6

0.57

0.42

0.53

0.44

K9I□150FT-C50(-T, -T5)

K9I□150FT(-T, -T5)

K9I□150FH (-T, -T5)-C50

K9I□150FH(-T, -T5)

K9I□150FM (-T, -T5)-C50

K9I□150FM(-T, -T5)

K9I□150FV (-T, -T5)-C50

K9I□150FV(-T, -T5)

K9I□150FQ (-T, -T5)-C50

K9I□150FQ(-T, -T5)

K9I□150FZ (-T, -T5)-C50

K9I□150FZ(-T, -T5)

200

220

230

220

230

380

400

415

440

440

50

60

50

60

50

60

50

60

50

60

50

60

1.02

0.97

1.1

0.99

0.95

1.2 3.5/353.5/35

2.65/26.5

2.95/29.5

3/30

2.5/25

2.7/27

3/30

2.25/22.5

3.5/35

2.5/25

3.15/31.5

2.35/23.5

3.3/33

2.6/26

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.085/10.85

0.915/9.15

1300

1600

1300

1600

1300

1600

1300

1600

1300

1600

1350

1600

-

-

-

-

-

-

3 phase motor for over 380 voltage can't be used with inverter. Motor winding insulation can be damaged.
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※ 50Hz motor is C50" added to model number."

PART No

K9IS150F□-C50

K9IS150F□

Application Model



GEARHEAD
CONNECTION DIAGRAMS
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DECIMAL GEARHEAD

GEARHEAD
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MOTOR

DECIMAL GEARHEAD
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